
Collection Name : Vinyl Sheet, CORONA

■ Specification

■ Testing

Standard Test Methods Results

1/4 in

1/4 in

EN428 0.02

EN 433 0.06

-0.08

-0.08

ASTM F 970 0.03

5% Acetic Acid pass

70% Isopropyl Alcohol pass

White Mineral Oil pass

5% NaOH pass

5% HCI pass

5% H2SO4 pass

5% NH4OH pass

5.25% NaOCI pass

Olive Oil pass

Light Kerosene pass

Unleaded Gasoline pass

JIS Z 2801 N. D

EN ISO 23999 0.1

EN ISO 105-B02 △E ≤ 6

EN 660-2 T Group

DIN 51130 R10

EN ISO 10140-1 △4dB

EN 13501-1 bfl - S1

■ Certificate / Sustainability

Size 1.83m x 20m

Finish UV Coating Layer

Wearlayer 0.3mm

Product Specifications / Technical Data

Composition Hetorogeneous Unfoamed Sheet

Thickness 2.0mm

㎡/Roll 36.6

Roll/20D' 160

Sqm/20D' 5,856

Item Requirement

Mandrel Bend (23℃) - MD / Face up

EN 435 Method A

No breaks or cracks when bent around a

mandrel with a diameter of 1-1/2

inch(38mm) and little or no stress

whitening
Mandrel Bend (23℃) - AMD / Face up

Anti bactera Non Detected

Top Layer (PUR) Thickness (mm) Min. 0.0125 mm

Residual Indentation(mm) Maximum 0.005 inch (0.13mm)

Dimensional Stability (%) - MD
EN 434 ± 0.3

Dimensional Stability (%) - AMD

Static Load Resistance(mm) Maximum 0.13

 Resistance to

Chemicals
EN 423

No more than slight change in surface

dulling, surface attack, or staining

Curling after exposure to heat ≤ 2.0mm

Color Fastness △E ≤ 6

Wear Resistance

Anti Slip

Acoustic

Reaction to fire

Recyled Content Yes

ISO 9001 - Quality Management System Meets and exceeds passing requirements

ISO 14001 - Environmental Management System Meets and exceeds passing requirements

FloorScore Certified Yes

Health Product Declaration, HPD

(SCS Global Services)
Verified

Environmental Product Declaration, EPD

(SCS Global Services)
Verified
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